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Disclaimer

The information in this document (hereinafter called “Information”) is subject to change without notice.

Macnica Inc. (hereinafter called “Manufacturer”) makes no warranty of any kind regarding this document, or of any
liability arising out of the application or use of information in this document, and assumes no responsibility for any
errors that may appear in this document.

This document is distributed without any charge and reselling or copying without written authorization by
Manufacturer is restricted.

IN NO EVENT WILL MANUFACTURER BE LIABLE FOR ANY CONSEQUENTIAL, INDIRECT, EXEMPLARY,
SPECIAL, OR INCIDENTAL DAMAGES, INCLUDING ANY LOST DATA AND LOST PROFITS, ARISING FROM OR
RELATING TO YOUR USE OF THE INFORMATION, EVEN IF YOU HAVE BEEN ADVISED OF THE POSSIBILITY
OF SUCH DAMAGES. THE TOTAL CUMULATIVE LIABILITY OF MANUFACTURER IN CONNECTION WITH
YOUR USE OF THE INFORMATION IN THIS DOCUMENT, WHETHER IN CONTRACT OR TORT OR
OTHERWISE, WILL IN NO EVENT EXCEED THE AMOUNT OF FEES PAID BY YOU TO MANUFACTURER
HEREUNDER FOR USE OF THE INFORMATION. YOU ACKNOWLEDGE THAT THE FEES, IF ANY, REFLECT
THE ALLOCATION OF RISK SET FORTH IN THIS AGREEMENT AND THAT MANUFACTURER WOULD NOT
MAKE AVAILABLE THE INFORMATION TO YOU WITHOUT THESE LIMITATIONS OF LIABILITY.

The Information is not intended for use in the development of on-line control equipment in hazardous environments
requiring failsafe controls, such as in the operation of nuclear facilities, aircraft navigation or communications
systems, air traffic control, life support, or weapons systems (“High-Risk Applications”). Manufacturer specifically
disclaims any express or implied warranties of fithess for such High-Risk Applications. You represent that use of the
Information in such High-Risk Applications is fully at your risk.
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1. For Ensuring Safe Use

Be sure to follow the instructions given in this Manual which are intended to prevent harm to the user
and others as well as material damage.

1.1 Legend

Indicates an imminent hazardous situation which if not avoided will result in death or
& Danger

serious injury.

. Indicates a potentially hazardous situation which if not avoided could result in death
& Warnin 9 | or serious injury.

Indicates a potentially hazardous situation which if not avoided may result in minor
& Caution | or moderate injury or in property damage.

1.2 Cautions

Make sure to use the AC adapter (if uses or required) that is specified in this
Manual or included one in package.
Danger , . - L ,
Using an AC adapter not meeting the specifications described in this Manual will
cause the kit to emit heat, explode, or ignite.
Do not apply strong impacts or blows to the kit.
Doing so may cause the kit to emit heat, explode, or ignite, or the equipment in the

kit to fail or malfunction. This may also cause fire.

Do not put the main unit or the AC adapter in cooking appliances such as
microwave ovens, or high-pressure containers.

Doing so might cause the main unit or AC adapter to emit heat, explode, ignite, or
emit smoke, or its parts to break or warp.

Do not wrap the main unit that is in use with cloth or other materials that are likely to
allow heat to build up inside the wrapping.

This will cause heat to build up inside the wrapping which may cause the main unit
to ignite or malfunction.

& Warning When disposing of the main unit, do not dispose of it along with general
household waste.

Throwing the main unit into fire may cause it to explode. Dispose of the
main unit following the laws, regulations, and ordinances governing waste
disposal.

Do not use the kit in places subject to extremely high or low temperatures or severe

temperature changes.

Doing so may cause the kit to fail or to malfunction.

Always be sure to use the kit in a temperatures ranging from 5°C to 35°C and a
humidity range of 0% to 85%.
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Do not pull the power supply cable with excessive force or place heavy items on it.
Do not damage, break, bundle, or tamper with the power supply cable.

Damaged parts of the power supply cable might cause a short circuit resulting in
fire or accidents involving electrical shock.

Do not unplug the power plug with wet or moist hands.
This might cause injuries or equipment malfunctions or failures due to electrical
shock.

Plug the power plug securely into the outlet.
If the power plug is not securely plugged into the outlet, it may cause accidents
involving electrical shock or fire due to heat emitted.

Do not connect many electrical cords to a single socket or connect an AC adapter
. to an outlet that is not rated for the specified voltage.

Warning | °° °P s .
& Failing to do so may cause the equipment to malfunction or fail, or lead to accidents
(Continued from . . . . .
involving electrical shock or fire due to heat emitted.

previous page)

Periodically remove any dust accumulated on the power plug and around the outlet
(socket).

Do not use a power plug with dust accumulated on it because doing so will lead to
insulation failure due to moisture which may lead to fire.

Remove any dust on the power plug and around the outlet with dried cloth.

Do not place any containers such as cups or vases filled with water or other liquid
on this Board.

If this Board is exposed to water or other liquids it may cause the Board to
malfunction or lead to accidents involving electrical shock. If you spilled water or
other liquid on this Board, immediately stop using the Board, turn off the power, and
unplug the power plug. If you have any requests for repairs or technical
consultation, please contact the Manufacturer.

Do not place the kit on unstable places such as shaky stands or tilted locations.
Doing so may cause injuries or cause this Board to malfunction if the Board should
fall.

Do not attempt to use or leave the kit in places subject to strong direct sunlight or
other places subject to high temperatures such as in cars in hot weather.

Doing so might cause the kit to emit heat, break, ignite, run out of control, warp, or
malfunction.
Also, some parts of the equipment might emit heat causing burn injuries.

Unplug the power supply cable when carrying out maintenance of devices in which

& Caution the main unit is embedded.

Failure to do so may lead to accidents involving electrical shock.

Do not place this Board in locations where excessive force is applied to the Board.
Failure to do so may cause the PC board to warp, leading to breakage of the PC
board, missing parts or malfunctioning parts.

When using the kit together with expansion boards or other peripheral devices, be
sure to carefully read each of their manuals and to use them correctly.
Manufacturer does not guarantee the operation of specific expansion boards or
peripheral devices when used in conjunction with this Board unless they are
specifically mentioned in this Manual or their successful operation with this Board
has been confirmed in separate documents.

Be sure to turn off the power switch when moving this Board to connect to other
devices. Failure to do so may cause this Board to fail or lead to accidents involving
electrical shock.
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Do not clean this Board by using a rag containing chemicals such as benzine or
thinner.

Failure to do so will likely to cause this Board to deteriorate. When using a chemical
cloth be sure to comply with any directions or warnings.

Do not immediately turn on the power if you find that water or moisture had
condensed onto the main unit after removing the board from the package.
Condensation might occur on this Board when taking it out of the box, if the board
is cool yet the room temperature is warm.

& Caution Do not apply power to the Board while water or moisture has condensed on it
(Continued from because the moisture may cause the Board to break or may shorten the service life
previous page) of the parts.

When you first take this Board out of the box be sure to leave it at room

temperature for a while before using it. If condensation or moisture has occurred on

this Board, first wait for the moisture to fully evaporate before installing or
connecting the Board to other devices.

Do not disassemble, dismantle, modify, alter, or recycle parts unless they are
clearly described as customizable in this Manual.

Although this kit is customizable, if parts not specified in this Manual as
customizable are modified in any way, then the overall product operation cannot be
guaranteed.

Please consult with Manufacturer beforehand if you wish to customize or modify
any parts that are not described in this Manual as customizable.

1.3 Developer Information

The Developer of this product is:

Altima Corp.

1-5-5 Shin-Yokohama, Kouhoku-ku, Yokohama, 222-8563 JAPAN
http://www.altima.co.jp

1.4 Inquiries

In case you have any inquiries about the use this product, please contact your local Macnica company
or make inquiries through the contact form in the following web site:
http://www.m-pression.com/contact

Macnica companies:

e China & HK: Cytech Technology http://www.cytech.com/
* ASEAN & India: Cytech Global http://www.cytechglobal.com/
e Taiwan: Galaxy Far East Corp. http://www.gfec.com.tw/
* North America: Macnica Americas http://www.macnica-na.com/
* Brazil: Macnica DHW http://www.macnicadhw.com.br/en/
e Japan: Altima http://www.altima.co.jp
Elsena http://www.elsena.co.jp
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2. Introduction

This is a Getting Started for the USB 3.0 Interface Board (this Board) Reference Design.

This reference design allows developers to use Cypress EZ-USB® FX3™ to implement a USB video class
(UVC) function, transfer image data captured from the Cyclone® IV GX FPGA development board (the
Cyclone IV board) through GPIF™ || to a host PC via USB, and then display the image on the host PC.

Both color bar output (see Section 6-2 for details) and live image output (see Section 6-3 for details) can
be used on this reference design.
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3. Items to prepare

3.1 Color bar output

® This board set(this includes a supplied USB 3.0 cable)
® Cyclone IV board (Ordering code : DK-DEV-4CGX150N)

Linked URL : http://www.altera.com/products/devkits/altera/kit-cyclone-iv-gx.html
® HostPC

3.2 Live image output

® This board set(this includes a supplied USB 3.0 cable)

® Cyclone IV board (see the above)

® Microtronix HDMI Receiver/Transmitter HSMC Daughter Card (Microtronix HDMI daughter card)
Ordering code : 6256-00-00
Linked URL:
http://www.microtronix.com/hsmc-daughtercard-solutions/hdmi-receiver-transmitter-nsmc-daughtercard-1

® Image source (that can be output via 1080p (RGB) HDMI)

® HDMI cable

® HostPC
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4. Operation environment

4.1 Operation check system

The operation of this reference design was checked using the following components.
® HostPC: eX.c:omputer® Aero Stream RA5J-U41/CP1
Chipset: Intel Z77 Express

CPU: Intel Core i7-3770K (3.5 GHz)

Memory: 16 GB (4 x 4 GB PC4-12800 DDR3-1600)
Motherboard: ASUS P8Z77-V LK

OS:Windows 7 Professional SP1 64-bit

Host PC application: VLC media player Version 2.0.2
ALTERA Quartus 11® 12.1 sp1

Cypress EZ-USB FX3 SDK Version 1.2.1

Cypress USB Control Center Version 1.2.1.0

Image source: Dvico TVIX HD M-6500A
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5. Connection Procedure

5.1 Color bar output

1, Connect this board to HSMC port B on the Cyclone IV board

Fig. 5-1 Connection procedure for this Board

The following figure shows this Board connected to the Cyclone IV board.

This board

Cyclone IV board

Fig. 5-2. A card and a board connected for using the color bar output
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2, Set Pin 1 of DIP switch (SW2) to OFF.

WwEEREER LR,

FHTY

5
|
?

Fig. 5-3 Setting pin 1 of DIP Switch (SW2) to “OFF”

3, Connect the accessory power supply cable for Cyclone 1V board and connect the USB cable for
downloading .sof file.

USB cable for
downloading

the .sof file Power supply

Fig. 5-4 Connecting the power supply cable and USB cable
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4, Connect this Board to the host PC by using the supplied USB 3.0 cable.

USB 3.0 cable

Micro USB port on this board Host PC USB 3.0 ports

Fig. 5-5 Use the USB 3.0 cable to connect this Board to the host PC
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5.2 Live image output

1, Connect this board to HSMC port B on the Cyclone IV board. (see Fig. 5-1)

2, Connect the Microtronix HDMI daughter card to HSMC port A on the Cyclone 1V board.

HSMC Port A

Fig. 5-6 Connection procedure for the Microtronix HDMI daughter card

The following figure shows this Board, Cyclone IV board, and Microtronix HDMI daughter card
connected together

This card

Microtronix
HDMI daughter card

o “laer i o D
........

Cyclone IV board

Fig. 5-7 Two cards and a board connected together for live image output
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3, Set Pin 1 of DIP switch (SW2) to “ON.”

IR
SNy

Fig. 5-8 Setting pin 1 of DIP Switch (SW2) to “ON”

4, Connected the accessory power supply cable for the Cyclone IV board and connect the USB cable
for downloading the .sof file. (see Fig.5-4)

5, Connected the Receiver port of Microtronix HDMI daughter card to the image source with the HDMI
cable.

2 Transmitter g
Port

Receiver Port

Fig. 5-9 Microtronix HDMI daughter card and image source connected with HDMI cable

6, Connect this Board to the host PC by using the supplied USB 3.0 cable. (see Fig. 5-5)
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6. Operation Procedure

6.1 Operation procedure

This operation procedure requires installation of the following software development tools.

® ALTERA Quartus Il
® Cypress USB Control Center(included in EZ-USB FX3 Software Development Kit)

These tools can be downloaded from the following links (as of March 1, 2014).
ALTERA Quartus Il Web Edition software : https://www.altera.com/download/software/quartus-ii-we/

Cypress EZ-USB FX3 software Development Kit : http://www.cypress.com/?rID=57990

6.2 To use color bar output

1, Connect this board and the Cyclone IV board (see Section 5-1 for details)

2, Board and the Cyclone IV board (see Section 5-1 for details) Cyclone IV

To download the .sof file to the Cyclone IV board, follow the procedure described in Steps3 to 10 below.

3, Star Quartus Il. The popup window shown below will then appear. If you do not have a Quartus Il
license, select Continue using the software without compilation support and then click .

4’ 30-day Evaluation Period Expired

Thank you for using the Quartus II software. Your 30-day evaluation period has
' expired..
.

Select one of the following licensing options to continue:
Select one of the following options

() Buy the Quartus II Subscription Edition software

(®) iContinue using the software without compilation support :

() Perform automatic web license Yatrieval

(O If you have a valid license file, specify theocation of your license file

[ Cancel ]

Fig. 6-1 Popup window appearing when Quartus Il has started
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4, When the Quartus Il window opens, click Tools and then Programmer on the menu bar.

¥ Quartuz I 32-bit

DEHG & i@ -l

. | 88® T » v wd e @94 0D
|Project Mavigatar o n ¥ Compier

& Compllation Herarchy

& Chip Plannwer (Floorpan and Chip EdRtor)
&b Design Partition Flanner

Natkst Yiewers g
i ssgnalTap 1T Logic Aalyzer
wm In-System Mermory Content Edikor
[m] Logic Analyzer Interface Editog
i) In:System Sources and Probes Editor

B Trenscetver
& Extemal Memory Interfscs Tookit

T X d Phog-In Mensger
By teranchy | B Fies | P Desionnis ‘Nosil.ﬁﬁ.vfm&ldTmlsNxm

| Task | Custonige... Version 11.1
B P Compile Design Qptiors. .

B B anshyss & Syrthess . conss Setup...
B B Firter (Place & Route)
B W Assembler (Generate programming fles)
B P TaneQuest Tiring Analysis
B P EDA Netist Wier
&) Program Device (Open Pregrarmemer)

&
=

.;-.Tﬂ:e Hessage

@

gfs \ Extra info )\ irfo J\ Warring J\ Gt Werring )\ Ercor J\ Sigpressed J\ Flsg J -
Mecenne 4 B s 1

neara

Fig. 6-2 Quartus Il window

5, When the Programmer window opens,click Hardware Setup
* If Hardware Setup is not needed then jump to Step 7.

D Programmer - [Chain3.cdf] E”ﬁlg‘

file Edt View Processing Tools Window Help &

||_én-udwa=5etm...]!|~o. | Mode: mac v|  Progress: D

[] Enable real-time 15P to allow background programming (for MAX IT and MAX ¥ devices)

<y File Device Checksum | Usercode m
b Stop
m Auto Detect
X Delete
B8 change File...
= save File
o
35 Down

Fig. 6-3 Programmer window
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6, Now you should see USB-Blaster™ in the Available hardware items area. Select and double-click it and
then click Close to close the window.

O Hardware Setup @

i| JTAG Settings |

Select a programming hardware setup to use when programming devices. This programming
hardware setup applies only to the current programmer window.

Currently selected hardware: [No Hardware v

Available hardware items

| Hardware Server Port l Add Hardware... I

USB-Blaster N Local UsB-0

Remove Hardware

Eclose i

Fig. 6-4 Hardware Setup window

7, Click Auto Detect. You should now see the Cyclone IV board devices.

¥ Programmer - [Chain3.cdfl* Q@

File Edt View Processing Tools Window Help &
o, Hardware Setup...| [USB-Blaster [USB-0] | Mode: |ITAG v|  Progress: D
[] Enable real-time ISP to allow background programming (for MAX IT and MAX ¥ devices)
File Device Checksum Usercode Progré
Config}
EP4CGX150 00000000 <none > —‘
EPM2210 00000000 <none>
2 Add File...
i§ Change File...
< 2|
Eb Save File N
8 Add Device...
f‘“ 0pooooE00o0 S00000000
Up 0 g
PALTERAY
H
‘L Down o _|
H hd

Fig. 6-5 Click Auto Detect
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8, Double-click the area enclosed with a red line below.

O Programmer - [Chain3.cdfl*

CEX
V: Progress: []

File Edit View Processing Tools Window Help &
&, Hordware Setup...| [USB-Blaster [USB-0] | Mode: [JTAG
[] Enable real-time ISP to allow background programming (For MAX IT and MAX Y devices)
2 ‘ File Device Checksum
P Start
b st Q <none> EP4CGX150 00000000
08 EPM2210 00000000
ﬂﬂ Auto Detect
Click here
& add File...
s Change File...
E;'J Save File —
Y 00oEo0000
feup s I ATERAR
T0I H H o
—s =
' H o
H H o

Usercode Progré
Conﬁgl
||

<none>
<none>

N

Fig. 6-6 Select and double-click EP4CGX150

9, When the Select New Programming File window opens, select the attached fx3_uvc.sof file, and then

click Open.

10, Check Program/Configure and click Start. Downloading of the .sof file to the Cyclone IV board will

then start.

O Programmer - [Chain3.cdfl*
Fle Edt Vew Processing look Window Hep &

|UsB-Blaster [USB-0) 114G

&, Hardware Setup... Mode:

File Device

H

wh start <€

C:/svn_work{PRJ-000213... EP4CGX150DF31

b stop
P

<none> EPMZ210

b Auto Detect
X Delete

@ AddFile...

W Change File...
& save Fie
(8 Add Device...
2
Jﬁ Down

[[] Enable real-time I5P to allow background programming (For MAX 11 and MAX V devices)

Checksum Usercode Program{ v
01892402 FFFFFFFF
00000000 <none> '

—

CEX

Fig. 6-7 Starting download of .sof file

<<Reference Information>>

Program/Configure
Writes (programs) programming data to the device.
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To download the .img file to this Board, follow the procedure described in Steps 11 to 14 below.

11, Start USB Control Center. Confirm that this Board is recognized as Cypress USB BootLoader by the

USB Control Center.

5; USB Control Center
File Program Help
FI1l-BEY 1o

EEX

URB Stat Abort Pipe ResetPipe X & @ #

)l Cypress USB BootlLoader ]

Descriptor Info | Data Transfers | Device Class Selection

<DEVICE> -

FnendIyName- Cypress USB BootLoader”

Manufacturer="Cypress”
Product="WestBridge *
SerialNumber="0000000004BE”
Configurations="1"
MaxPaoketSnze-
VendorID="04
ProductID="00 F3
Class="00h"

SubClass="00h"
Protocol="00h"
BedDevice="01 00"

Bed 00"

<CONFIGURATION>
Configuration="0"
ConfigurationValue="1"
Attributes=" 8&\
Interfaces="1"
Descriptor Type="2"
DescriptorLength="9"
TotaILenﬂh- 18"

Power="100"

Max

(lNTERFhCE)
Interface="0"
InterfaceNumber="0"
AltSetting="0"
Class="FFh"
Subclass="
Bt

ints="1

Descriptor Type="4
DescriptorLength=" 9'

Fig. 6-8 Window appearing when USB Control Center has started

12, After selecting Cypress USB BootLoader, click Program, FX3, and then RAM on the menu bar.

& USB Control Genter

URB Stat Abort Pipe Reset Pipe X & @ £

Eoriptor Info | Data Transfers | Device Class Selection

File | Program | Help
HC B [
EC D
I2G E2PROM
SPIFLASH

EWIGE> ~
FrlendIyName— prress USE BootLoader™ =
Manufac:turer— prress

Product="WestBridee
SerialNumber="0000000004BE"
Configurations="1"
MaxPacketSlze- 64"
WendorID= 04 B4"
ProductID="00 F3"
Clags="00h"
SubClass="00h"
Pratocal="00K"
Elc:dDewce— 01 00"
BcdUSBE="02 00"
<CONFIGURATION>
Configuration="0"
Configuration'alus="1
Attributes=" SDh
Interfaces="1"
Descriptor Type=" 2"r
DescrlptorLength g
TotaILength— 18"
MaxPawer="100"
<INTERFAGE>
Iterface="0"
IhterfaceMumber="0"
AltSetting="0"
Glass="FFh"
Subclass="00k"
Protocal="0"
Endpaintz="0"
Descriptor Type="4"
DescriptorLength="9"

Fig. 6-9 Selecting Cypress USB BootLoader
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13, When the Select New Programming File window opens, select the attached fx3_uvc.img file, and
then click Open.

14, When the .img file has been downloaded successfully, it is recognized as the imaging device FX3 by

the host PC.

I7AIUE) BEQR) TRV ~ILIH)
e | m Eml &

4 % ATDEMB-DEV2
i} DVD/CD-ROM RS
g IDE ATA/ATAPI O hO=5—
9 USB (R%{t

4 TF AA=TUTFIAR

=12
= F-R—-F
& O a—5—
§ Y9UK, EFA. BLUSF -4 3> PO-5—
W 2T LT/ AR
ca TARY FS547
B FATLA PHTH—
¥ Ry D4 FETH—
05 Ea-T> 129=-TJTARAF/MZ
B Jotvy
§ M= (COM & LPT)
B ROREZDFNDRA DT A 2T FIAR
K £=4-—
9 2=/=BL UL SR 3> O-5-
< g ro-5-

Fig. 6-10 Recognition as imaging device (Example of check by device manager)

15, A color bar is output when the image is displayed on a UVC compatible application (VLC media player,

AMCap, etc.).

1 (wimlw) ) ()

T R ——— T
——

P BRL) A-FAQ) £FAW I-AD EE) T )

Fig. 6-11 Color bar display (Example of check on VLC media player)
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6.3 To use live image output

1. Connect this Board, the Cyclone IV board, and the image source (see Section 5-2 for details).

2. Turn on this Board, the Cyclone IV board, and then the image source.

3. Download the .sof file to the Cyclone IV board (see Steps 6-1-3 to 6-1-10 in Section 6-1 for
details), .img file to this Board (see Steps 6-1-11 to 6-1-14 in Section 6-1 for details).

4. When the image is displayed on the host PC, a live image is output (see Step 6-1-15 in Section 6-1
for details).

ma
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Fig. 6-12 Live image being displayed (Example of check on VLC media player)
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